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Abstract

Nitrogen–vacancy (NV) centers in diamond are atomic-scale defects whose electron spin can be
read out optically at room temperature. By shining green light and sweeping a microwave frequency
(optically detected magnetic resonance, ODMR), we observe dips in fluorescence at the NV spin
transition. Magnetic fields shift these resonances via Zeeman effect, and a temperature difference
shifts the zero-field splitting, so the same sensor can measure both field and temperature. Because
NV centers point along four crystal axes, we can reconstruct the full 3D magnetic field.
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1 Theoretical Background

Nitrogen–vacancy (NV) centers in diamond are a paradigmatic example of a solid-state quantum
system that can be used as a sensor for magnetic fields, temperature and other quantities. In
this laboratory exercise you will use an ensemble of NV centers in a diamond sample to perform
two basic but powerful types of measurements:

• Magnetometry: extracting the magnitude of an applied magnetic field from the Zeeman
splitting of the NV spin levels.

• Thermometry: extracting temperature changes from shifts in the NV zero-field splitting.

The aim of this introduction is to provide a concise theoretical background for these ex-
periments. We first review the structure and spin properties of the NV center, then introduce
optically detected magnetic resonance (ODMR), and finally explain how the same physical prin-
ciples lead to magnetometry and thermometry.

1.1 Quantum sensing with NV centers

Quantum sensing refers to the use of well-controlled quantum systems as probes of external
fields and perturbations. A quantum system with discrete energy levels is extremely sensitive to
its environment. Small changes in magnetic field, electric field, temperature or strain can shift
transition frequencies or modify coherence times, and these changes can be read out with high
precision.

NV centers in diamond are particularly attractive systems for sensing because they combine
several practical advantages:

• They operate at room temperature and under ambient conditions.

• They are embedded in a robust solid-state host (diamond), which is chemically and me-
chanically stable.

• They can be initialized and read out optically with relatively simple optics (green laser
excitation and red fluorescence detection).

• Their electron spin is sensitive to magnetic fields (via the Zeeman effect) and to tempera-
ture (via the temperature dependence of the zero-field splitting).

Depending on the experimental configuration, one can use a single NV center for nanoscale,
spatially resolved sensing, or an ensemble of many NV centers for higher signal and wide-field
sensing. In this lab we will work with an ensemble, focusing on the basic spectral signatures
rather than on spatial resolution.

1.2 Structure and charge states of the NV center

Diamond is a wide-band-gap semiconductor with carbon atoms arranged in a tetrahedral (sp3)
lattice. An NV center is a point defect consisting of a substitutional nitrogen atom (replacing
a carbon atom) adjacent to a lattice vacancy. This nitrogen–vacancy pair forms the NV defect.
A representation of this structural layout can be found in Figure 1.

The NV center can exist in multiple charge states, the two most relevant being NV0 and
NV�. The negatively charged state NV� is the one used for most sensing applications, because
it possesses a spin-triplet ground state. Throughout this manual we will implicitly refer to NV�

when we say ”NV center”.
Due to the symmetry of the diamond lattice, the NV axis can be oriented along four equiva-

lent h111i crystallographic directions. In a bulk diamond sample, one typically has NV centers
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Figure 1: Pristine tetrahegonal diamond lattice (left), which through a substitutional nitrogen
(red) and an adjacent vacancy (grey) gives rise to a Nitrogen Vacancy (NV) center. Adapted
and modified from Figure 1 of S. Ishii et al, Quantum Beam Sci. 6(1), 2 2022.

in all four orientations. In an ensemble measurement, the observed spectrum is effectively an av-
erage over many NV centers, though in some situations particular orientations can be selectively
addressed by choosing the direction of the applied magnetic field.

1.3 Spin triplet ground state and zero-field splitting

The ground electronic state of the NV� center is a spin triplet with total spin S = 1. In the
absence of external fields, the three spin sublevels can be labeled by the projection quantum
number ms 2 f0;�1g, giving the states jms = 0i and jms = �1i.

Even when no magnetic field is applied, these three sublevels are not degenerate. Internal
spin–spin interactions in the defect produce a zero-field splitting between j0i and j�1i, charac-
terized by a parameter D. At room temperature, D is approximately

D � 2:87 GHz: (1)

In energy-level diagrams, one typically draws the jms = 0i state lower in energy, and the
jms = �1i states elevated by an energy corresponding to the frequency D. Transitions between
j0i and j�1i can therefore be driven by microwaves at frequencies around 2:87 GHz.

At this stage it is useful to keep in mind that D is not a fixed fundamental constant: it
depends on temperature and on local strain in the diamond. This temperature dependence is
precisely what enables NV-based thermometry.

1.4 Optical pumping and spin-dependent fluorescence

The NV center offers a convenient way to initialize and read out its spin state using optical
excitation and fluorescence detection. Under green laser excitation (for example, a 532 nm
laser), the NV center is excited from its ground-state triplet to an excited-state triplet. From
there, it can decay back to the ground state by emitting red fluorescence photons (typically in
the 650–800 nm range).

In addition to this radiative cycle, there exists a non-radiative pathway via intersystem
crossing through intermediate singlet states. Crucially, the probability of decaying through this
pathway depends on the spin state: the jms = �1i states have a higher probability to undergo
intersystem crossing than the jms = 0i state. The singlet manifold predominantly relaxes back
to the ground state in the j0i sublevel.

The combined effect of repeated optical excitation and decay is twofold:

• The NV center is optically polarized into the jms = 0i state, a process often called spin
initialization.
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Figure 2: Energy level diagram of the NV� center system, including both ground state and
excited triplet states and the intersystem crossing pathways through the intermediate singlet
states (Adapted from https://www.qolah.org/research/nv_v2/nv_v2.html)

• The average fluorescence intensity is spin-dependent: the NV is brighter when it is in
j0i and dimmer when it is in j�1i.

This spin dependence of the fluorescence is what allows us to read out the spin state: by mon-
itoring the fluorescence intensity while driving microwave transitions between the spin sublevels,
we can infer which transitions are resonant.

1.5 Ground-state spin Hamiltonian and Zeeman effect

At low energies, the NV center ground-state spin triplet can be described by an effective spin
Hamiltonian. In its simplest form, neglecting strain and hyperfine interactions, this Hamiltonian
reads

Ĥ = DŜ2
z + 
e

~B � ~̂S; (2)

where

• D is the zero-field splitting parameter introduced above,

• ~̂S = (Ŝx; Ŝy; Ŝz) is the spin-1 operator,

• ~B is the external magnetic field, and

• 
e is the electron gyromagnetic ratio (approximately 28GHzT�1).

The first term, DŜ2
z , lifts the degeneracy between j0i and j�1i even when ~B = 0. The second

term describes the Zeeman interaction with an external magnetic field. If the magnetic field
has a component Bk along the NV axis (chosen as the z-axis in this effective model), then, to
first order, the energies of jms = �1i shift linearly with Bk, while jms = 0i remains essentially
unchanged.

In terms of transition frequencies between j0i and j�1i, this gives approximately

f� � D � 
eBk; (3)

so that the splitting between the two resonances is

∆f = f+ � f� � 2
eBk: (4)

This simple relation between the frequency splitting and the magnetic field component along
the NV axis is the basis of NV magnetometry in this lab.

4

https://www.qolah.org/research/nv_v2/nv_v2.html


1.6 Optically detected magnetic resonance (ODMR)

Optically detected magnetic resonance (ODMR) is the central experimental technique used in
this lab. It combines continuous optical excitation and spin readout with a microwave drive of
the spin transitions.

The basic ODMR protocol is as follows:

1. Illuminate the diamond with green laser light to continuously excite the NV centers and
polarize them into the jms = 0i state.

2. Apply microwaves with frequency f in the GHz range to drive transitions between j0i and
j�1i.

3. Slowly sweep f across the expected resonance region (around 2:87 GHz) while monitoring
the red fluorescence intensity.

Whenever the microwave frequency is resonant with one of the spin transitions, population
is transferred from the brighter j0i state to the darker j�1i states. This leads to a small dip in
the measured fluorescence intensity. Plotting fluorescence as a function of microwave frequency
therefore yields a spectrum with one or more dips at the resonance frequencies. This is the
ODMR spectrum.

In an ensemble experiment, the ODMR contrast (depth of the dips relative to the background
fluorescence) is typically a few percent. To accurately extract the resonance frequencies, one
often fits the dips with a suitable line shape, such as a Lorentzian or Gaussian profile. In this
lab you will use such fits to determine the positions and splittings of the ODMR resonances.

1.7 NV-based magnetometry

From the perspective of magnetometry, the crucial point is that the ODMR resonance frequencies
depend on the magnetic field via the Zeeman effect. If the field is oriented approximately along
the NV axis, the two transition frequencies f� follow Eq. (3). The splitting between them,
Eq. (4), is then directly proportional to the field component Bk.

In practice, the magnetometry procedure in this lab proceeds as follows:

• Record an ODMR spectrum with no external magnet (or with a known reference configu-
ration) to identify the baseline resonance around D.

• Introduce a magnet near the sample to apply a finite magnetic field and record a new
ODMR spectrum. The single resonance is now expected to split into two dips correspond-
ing to f+ and f�.

• Fit the spectrum to extract the resonance frequencies and compute the splitting ∆f .

• Use Eq. (4) to estimate the magnetic field component Bk at the NV centers.

The sensitivity of an NV-based magnetometer depends on several factors, including:

• The linewidth of the ODMR transitions (related to the spin dephasing time T2 ),

• the fluorescence contrast between j0i and j�1i, and

• the photon detection rate (which sets the shot-noise level).

In this setup, we will not optimize these quantities for ultimate sensitivity, but they still play a
role in determining how precisely you can locate the resonance positions and thus estimate the
magnetic field.
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1.8 NV-based thermometry

In addition to magnetic field, the zero-field splitting parameterD is also sensitive to temperature.
As the temperature changes, thermal expansion of the diamond lattice and electron–phonon
interactions modify the spin–spin interaction that sets D. Around room temperature, this
dependence is approximately linear, and can be written as

D(T ) � D0 + kT (T � T0) ; (5)

where D0 is the value of D at some reference temperature T0, and kT is a temperature coefficient
(typically on the order of � 105–106 Hz/K, depending on the sample and conditions).

If the magnetic field is held constant, a change in temperature ∆T leads to a shift in the
resonance frequency

∆D = D(T )�D(T0) � kT∆T; (6)

so that

∆T � ∆D

kT
: (7)

Thus, by measuring how the ODMR resonance frequency changes with temperature, and know-
ing (or calibrating) kT , one can use NV centers as local thermometers.

In this lab, the basic thermometry procedure will be:

• Fix the magnetic field configuration (or minimize stray fields) so that field-induced shifts
are constant.

• Vary the temperature of the diamond sample in controlled steps using a heater or Peltier
element, and measure the sample temperature with an external sensor.

• At each temperature, record an ODMR spectrum and extract the resonance frequency (or
effective D).

• Plot the resonance frequency as a function of temperature and fit a straight line to extract
an experimental value of kT .

Once kT is known, any subsequent shift in the measured resonance frequency can be con-
verted into an estimated temperature change, within the limits set by noise, temperature stability
and possible cross-sensitivities.

It is important to note that both magnetic field and temperature can affect the resonance
frequencies. In more advanced protocols, one can use multiple transitions, different NV orienta-
tions or specific pulse sequences to disentangle magnetic and thermal effects. In this introductory
experiment, we will treat the magnetic field as fixed during thermometry runs and attribute ob-
served frequency shifts primarily to temperature changes.
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2 Experimental Setup and Preparation

2.1 Setup Description

The setup is controlled from the computers present in the laboratory. They already have the
necessary drivers installed. The first step is to ensure the computers are connected via USB to
the E-QS-CU100 Quantum Sensing Control Unit, henceforth called ”driver” (see Figure 3), and
connect it to its power supply. On the front panel of the driver, one can see a Power button, then
a connector for the sensorhead or optical setup marked as ”Sensor” and finally two extension
ports marked as ”EXT1” and ”EXT2”.

Figure 3: Close-up image of the E-QS-CU100 Quantum Sensing Control Unit.

In the back there is an Ethernet port, a USB port and a Power supply connection rated at
12 VDC, with a maximum power of 60 W. The device can then be turned on by pressing the
power button, which should light blue once it is connected. The manual for this device can be
found inside the USB-stick named AQ-EDU, which should be attached to the control computer.

One can connect to the driver two different NV center measurement setups via the Sensor
port. The first one is an optical table setup (see Figure 4), with labels. Note there is a 532
nm laser being focused onto the diamond sample, which is an NV center ensemble, and then a
photodetector to collect the fluorescence.

Figure 4: Optical table setup for NV center magnetometry with labels.

The second possible NV center sensor setup is a sensor head that has all the elements of
the optical board integrated, such that one can make other more advanced experiments. This
sensor head can be seen in Figure 5, and the schematics of its inner workings are in Figure 6.

The optical board setup will be used to perform an ODMR in a first, more pedagogical way,
such that we can actually see how the setup is working. However, in order to be able to make a
controlled magnetometry and thermometry, we will use the sensor head, since it is significantly
more compact (the diamond sample is at the tip of the sensor head) and there is an adapted
setup with a Helmholtz coil and a build-in temperature probe, which can be seen in Figure 7
that will be used for the 3D vector magnetometry and thermometry experiments.

The Helmholtz coil will allow full control over the three components of the magnetic field,
which we can then reconstruct on the respective applet on the GUI. Please note that, while
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